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S29 


53223 


"429"/$.ccls. 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:07 


S30 


2420 


S29 and ((anode or negative) same 
(boarder or margin or perimeter or 
periphery)) 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:09 


S31 


1202 


S30 and ((anode or negative) same 
(carbon or carbonaceous or graphite)) 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:09 


S32 


342 


S31 and ((anode or negative) adjlO 
(boarder or margin or perimeter or 
periphery)) 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:19 


S33 


1069 


429/231.95.ccls. 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:19 


S34 


524 


S33 and roll$3 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:33 


S35 


1252 


429/231.8.ccls. 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:42 


S36 


369 


S35 and roll$3 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:33 


S37 


285 


S36 not S34 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:33 


S38 


94 


S35 and fold$3 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:44 
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S39 


3198 


S29 and fold$3 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:44 


S40 


1313 


S39 and lithium 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:44 


S41 


1048 


S40 and (carbon or graphite) 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:44 


S42 


1 


S41 and "fold/fold" 


US-PGPUB; 
USPAT; 
USOCR; 
EPO; JPO; 
DERWENT 


OR 


ON 


2005/03/10 17:44 
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